
45  LINN

Profi Automatic  
with blower  – 60 kg 

Profi Automatic with blower – 20 kg 
(10 + 20 kg with stainless steel plate stand)

Profi Automatic with blower
This feeder works like the Profi Automatic 
Feeder, but it can now blow and spread 
the food. 

This version is fitted with a powerful blo-
wer (500 Watt), which disperses the feed 
 onto the surface of the raceway or pond. 
This distributes the feed more widely, and 
ensures more even growth of the fish. The 
feed is spread across the pond up to a ma-
ximum distance of 5 m. Profi Automatic 
with blower guarantees a maintenan-
ce-free and trouble-free ope ration and 
virtually abrasion free feed  distribution (in 
contrast to centrifugal discs). 

Profi Automatic with blower is also avai-
lable in 6 sizes from 10 to 70 kg (measures 
see page 41), working with 230 V mains 
voltage. All sizes are fitted with 10 m of 
cable and the highly acclaimed LINN-fee-
ding timer – they are plug and play! 

This feeder works with fry feed up to 7 
mm. 

The smaller sizes (10 and 20 kg) come 
complete with a stainless steel plate 
stand. This enables the feeder to be posi-
tioned around your pond on a flat surfa-
ce. The bigger sizes (40 up to 70 kg) come 
complete with a stainless steel stand. 

A flexible hose (2m long) is available, at 
extra cost, as an optional extra if it is pre-
ferred to site the feeder back from the 
pond, out of sight.

     Profi Automatic with blower

  Type 1 Type 2

 Feed  
 per minute approx. 100 g approx. 1000 g

 Feed 
 particle size 0 – 7 mm 0 – 7 mm

Technical

ADVANTAGES:

l powerful blower

l  exact portion size and  
feed intervals

l easy adjustment

l no feed caking

l different hopper sizes

Profi Automatic  
with blower  – 50 or 70 kg 

LINN feeding timer


